
BRUSHED AXIAL FANS

VA03-BP90/LL-68A Curva Prestazionale

    

Dettaglio prestazioni

Pressione statica Flusso d'aria Corrente in ingresso Flusso d'aria Pressione statica

mm H�0 m³/h A CFM in H�0

                                        0
                                                                        

2600                                        9,3
                                                                        

1534                                        0
                                                                        

                                        5,0
                                                                        

2430                                        10,2
                                                                        

1434                                        0,2
                                                                        

                                        10,0
                                                                        

2280                                        10,8
                                                                        

1345                                        0,4
                                                                        

                                        15,0
                                                                        

2080                                        11,3
                                                                        

1227                                        0,6
                                                                        

                                        20,0
                                                                        

1870                                        11,8
                                                                        

1103                                        0,8
                                                                        

                                        25,0
                                                                        

1650                                        11,9
                                                                        

974                                        1,0
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Pressione statica Flusso d'aria Corrente in ingresso Flusso d'aria Pressione statica

                                        30,0
                                                                        

1310                                        11,8
                                                                        

773                                        1,2
                                                                        

                                        35,0
                                                                        

880                                        12,0
                                                                        

519                                        1,4
                                                                        

                                        40,0
                                                                        

670                                        12,5
                                                                        

395                                        1,6
                                                                        

                                        45,0
                                                                        

470                                        12,8
                                                                        

277                                        1,8
                                                                        

                                        50,0
                                                                        

280                                        13,7
                                                                        

165                                        2,0
                                                                        

                                        55,0
                                                                        

150                                        14,8
                                                                        

89                                        2,2
                                                                        

                                        60,0
                                                                        

0                                        16,0
                                                                        

0                                         2,4
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