08/03/2020

“) SPAL.

AUTOMOTIVE

BRUSHED AXIAL FANS

VAQ9-BP8/C-27A Curva Prestazionale
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Static pressurefpressione statica mmH20

Dettaglio prestazioni
Pressione statica Flusso d'aria Corrente in ingresso Flusso d'aria Pressione statica
m3/h A CFM

0 1380 37 814 0

2,5 1230 39 726 0,1

5,0 1090 39 643 0,2

7,5 970 39 572 0,3
10,0 750 38 443 0,4
12,5 520 3,6 307 0,5

This is a not-controlled copy electronically created from the web site www.spalautomotive.com. The information contained herein is subject to change without notice. This
catalogue/web site does not imply that any such parts are available for supply. The publisher and any party associated with the production of this catalogue/web site do not accept
any responsibility or liability whatsoever (to the extent permitted by law) for any inaccuracy, error, misinformation or misleading statements, whether negligently caused or
otherwise, contained in this publication. This publication is protected by copyright and may not be reproduced or copied (using any method of reproduction or copying), sold,
transmitted, circulated or otherwise forwarded to third parties, in whole or part, without prior written consent of the author.

SPAL Automotive s.r.l. via per Carpi 26/B 42015 Correggio IT REG.IMP CF e PIVA [T01755790357


http://www.google.com

Pressione statica

15,0

17,5

20,0

25,0

Flusso d'aria

390

250

140

Corrente in ingresso

3,8

3,8

3,9

39

Flusso d'aria

230

148

83

“) SPAL.

AUTOMOTIVE

Pressione statica

0,6
0,7
08

1,0

This is a not-controlled copy electronically created from the web site www.spalautomotive.com. The information contained herein is subject to change without notice. This
catalogue/web site does not imply that any such parts are available for supply. The publisher and any party associated with the production of this catalogue/web site do not accept
any responsibility or liability whatsoever (to the extent permitted by law) for any inaccuracy, error, misinformation or misleading statements, whether negligently caused or
otherwise, contained in this publication. This publication is protected by copyright and may not be reproduced or copied (using any method of reproduction or copying), sold,
transmitted, circulated or otherwise forwarded to third parties, in whole or part, without prior written consent of the author.

SPAL Automotive s.r.l. via per Carpi 26/B 42015 Correggio IT REG.IMP CF e PIVA [T01755790357


http://www.google.com

08/03/2020 @ SPAI-

-N°12 BORCHIE - ALTEZZA H=12
FORI @3 - INTERASSE @302

N°4 FORI 6.5 - N°12 BOSSES - HEIGHT H=12
N°4 HOLES @86.5 - 154.5 .- HOLES @3 - INTERAXLE @302 8
Y

AIRFLOW

S\ ~§ =

CAVONERO
BLACK WIRE
/ ' =
Pl
Jﬁ . CAVO BLU
L 43080 - 85 ‘éf" BLUE WIRE ®
= L 4
SEZIONE A-A
L 2947 il SECTION A-A

This is a not-controlled copy electronically created from the web site www.spalautomotive.com. The information contained herein is subject to change without notice. This
catalogue/web site does not imply that any such parts are available for supply. The publisher and any party associated with the production of this catalogue/web site do not accept
any responsibility or liability whatsoever (to the extent permitted by law) for any inaccuracy, error, misinformation or misleading statements, whether negligently caused or
otherwise, contained in this publication. This publication is protected by copyright and may not be reproduced or copied (using any method of reproduction or copying), sold,
transmitted, circulated or otherwise forwarded to third parties, in whole or part, without prior written consent of the author.

SPAL Automotive s.r.l. via per Carpi 26/B 42015 Correggio IT REG.IMP CF e PIVA [T01755790357


http://www.google.com

