
BRUSHED AXIAL FANS

VA18-AP70/LL-41A Curva Prestazionale

    

Dettaglio prestazioni

Pressione statica Flusso d'aria Corrente in ingresso Flusso d'aria Pressione statica

mm H�0 m³/h A CFM in H�0

                                        0
                                                                        

3030                                        17,3
                                                                        

1788                                        0
                                                                        

                                        5,0
                                                                        

2630                                        18,4
                                                                        

1552                                        0,2
                                                                        

                                        10,0
                                                                        

2230                                        18,8
                                                                        

1316                                        0,4
                                                                        

                                        12,5
                                                                        

2020                                        18,7
                                                                        

1192                                        0,5
                                                                        

                                        15,0
                                                                        

1790                                        18,6
                                                                        

1056                                        0,6
                                                                        

                                        17,5
                                                                        

1580                                        18,5
                                                                        

932                                        0,7
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Pressione statica Flusso d'aria Corrente in ingresso Flusso d'aria Pressione statica

                                        20,0
                                                                        

1280                                        18,3
                                                                        

755                                        0,8
                                                                        

                                        25,0
                                                                        

720                                        18,3
                                                                        

425                                        1,0
                                                                        

                                        30,0
                                                                        

210                                        18,1
                                                                        

124                                        1,2
                                                                        

                                        35,0
                                                                        

0                                        17,9
                                                                        

0                                         1,4
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